
 

 
 

CERTIFICATE OF COMPLIANCE 
CERCELL A/S 

Nørrelundvej 10, DK-2730 Herlev, Denmark 
Certify that all the heating blanket produced by CerCell A/S, with 

following part numbers 
CerCell part  
number  

Description 

42920 Silicone Electrical-Heating-Blanket (EHB) for SUB/SUF size OD 110 mm. Blanket 
rated at 230 VAC delivering 75 watt. Dimension 75x300 mm 

42930 Silicone Electrical-Heating-Blanket (EHB) for SUB/SUF size OD 130 and OD 137 and 
OD 150 mm. Blanket rated at 110 VAC delivering 110 watt. Dimension 150x350 
mm 

42932 Silicone Electrical-Heating-Blanket (EHB) for SUB/SUF size OD 130 and OD 137 and 
OD 150 mm. Blanket rated at 230 VAC delivering 110 watt. Dimension 150x350 
mm 

42940 Silicone Electrical-Heating-Blanket /EHB) for SUB/SUF size OD 130 and OD 137 and 
OD 150 mm. Blanket rated at 110 VAC delivering 75 watt. Dimension 75x350 mm 

42942 Silicone Electrical-Heating-Blanket (EHB) for SUB/SUF size OD 130 and OD 137 and 
OD 150 mm. Blanket rated at 230 VAC delivering 75 watt. Dimension 75x350 mm 

42950 Silicone Electrical-Heating-Blanket (EHB) for SUB/SUF size OD 200 and OD 250 
mm. Blanket rated at 110 VAC delivering 200 watt. Dimension 200x450 mm 

42962 Silicone Electrical-Heating-Blanket (EHB) for SUB/SUF size OD 200 and OD 250 
mm. Blanket rated at 230 VAC delivering 200 watt. Dimension 200x450 mm 

42964 Heating-Support-Foot (HSF for 2.000 ml SUB OD 110 mm. Includes 150 watt 
integrated electrical cartridge heating elements. Rotary switch for 110 VAC or 230 
VAC supply 

42966 Heating-Support-Foot (HSF) for 3.200 ml SUB OD 137 mm. Includes 150 watt 
integrated electrical cartridge heating elements. Rotary switch for 110 VAC or 230 
VAC supply. 

42911 Sterile filter / off-gas filter heater envelope, 8 Watt, for OD65 mm / 26 cm2 filter. 
Will operate from 110 to 230 VAC 

42912 Sterile filter / off-gas filter heater envelope, 8 Watt, for OD65 mm / 26 cm2 filter. 
Will operate from 110 to 230 VAC 

42913 Sterile filter / off-gas filter heater blanket, 12,5 Watt, for 400 cm2 filter. Will 
operate from 110 to 230 VAC 

meet the requirements of 
European Regulation 1907/2006 (REACH) 

 
 

July 2nd, 2019 

 
 

 
 

Signature _________________ 


